Easy N IP H3 camera гарын авлага

Start буюу цонх дараад Contol Panel Network Connections Эхлээд та компьютерынхоо сүлжээ тохируулна. 
[image: ]
Энэ харагдаж байгаа Local Area Connection дээр 2 дарна хулганаараа
[image: ]
Internet protocol version дээр дарна.

Ийм цонх гарч ирнэ. Тэгээд сүлжээний хаяглалтаа бичиж өгнө.[image: ]

[image: ][image: ]   Эхлээд камераа орж байгааг нь шалгана. Энэ программаар	
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Орж байгаа тохиололд дээд талын зурагтай адил харагдана.
Хэрэв орж ирэхгүй бол FIND-ыг дарна.
[image: ]





[image: ]Open дарж вэб хуудасруу шилжиж харна. Тохиргоо болон бусад горимыг хийнэ. Нэвтрэх нууц нэр: admin, нууц үг: admin 

Google болон Firefox –оор нэвтэрч тохиргоо болон харна.
Утас болон Tablet itouch-н дээр харья гэвэл доод талын 2ын аль нэгэн дээр л дарахад хангалттай.
[image: ]
Options-руу дараад тохиргоогоо хүссэнээрээ өөрчилж болно.

[image: ]Үндсэн тохиргооний цэс болон үзүүлэлт ингэж харагдана[image: ].
Он сар тохируулах бол time settings
Камераа үйлдвэрийн анхны тохиргоонд оруулах бол Defaul Values
Системыг сайжруулах бол System Upgrade дээрээ датагаа оруулаал ОК дарна

[image: ] Сүлжээний тохиргоог хийх

[image: ]IP address дээр өөрийн дурын IP-бичиж болно.Жишээ нь 192.168.0.91 гэх мэт. Мөн Gateway буюу Router-ыг LAN GATEWAY 192.168.0.1 дээр бичиж өгнө.
Wireless буюу утасгүй холбох тохиргоо


Search дээр дарж ROUTER wireless цацагч төхөөрөмжтэй хайж холболт хийнэ.
[image: ]
Sure гэснийг дарж холбогдоно.
[image: ]
Холбогдсоны дараагаар check хийж 30 секундын дараа ок дараад утасгүй wireless холболт үүснэ.
[image: ]

Хэрэглэгчийн нууц үг болон нэрийг USER MANAGE- цэснээс солино.


[image: ]Хөдөлгөөн мэдрэгчийг Alarm settings цэсний Motion Detection –лүү орж идэвжүүлнэ.
[image: ]Зөвхөн хөдөлгөөн гарсан үед бичлэг хийх

Alarm Settings-Linkage Alarm
Save the video to the SD card бичлэгийг хадгалахыг сонгож өгнө.
Дүрс болон дууны тохиргоо – VIDEO AND AUDIO SETTINGS
[image: ]

Image parameters нягтрал, дүрс өнгөний ялгаралыг эндээс тохируулна.
Камераа эсрэг урвуу харуулах гэвэл Upper and lower reversal гэснийг  сонгож  өгнө. \
Харагдах хэмжээг тохируулах VIDEO SETTINGS
[image: ]










Гар утсан дээрээс үзье гэвэл http://p1.easyn.com- руу хандаж программыг татаж авна. Өөрийн гар утасны маркед тохируулан татна.
[image: ]

[image: ]Гар утсанд суусаны дараагаар EASY P1 программ руу орж камераа хайж QR code эсвэл UID кодыг бичиж өгч тохируулна. 
[image: ]
Компьютерээс харахад P2P гэсэн програм ашиглана.
image5.png
el I nEE2EdE @

Komnerorep _ManuCam  Pro-CMS __ Milecioht o121 Zaawsr __EASYN _DVRraiAownua New Xaranrom

s Microsoft Kawep Tan,

!g! Select Mode g
2}

Advanced P
Scanner.

turk

Primary DI

Jaxnn e Hane

surnax o 5.0 Prinary O
e

- e

2 e
2] Tecan

P2P Client. Outer acs

Inne

1P Camera
Client

Yahoo!  Google ip camera-
Messenger ~ Chrome  Shortcut

o PN

1602 |
140310,

NS I B i )
- - . ’




image6.png
s Yovorron
Select Mode Bie s Microsoft mrenon

 Computer

turk

Primary DNS:

dary DIS:
Sub M

Gateway

Primary DI

1P Camera MyLanViewer DiskPlayer  TeamViewer.

o ® . K

&’ o TIENEE o e g 72





image7.png
£ http://192.166.0.91:81Aweb/admin |

€ P @ 19216809181 fweb/admin bl

IP Camera

For IE, FireFox, Google, Safari Browser
Signin

Motile Phone (For Browser that supports Javascript)
Signin

iPod touch / Phone 2G, 3G, 3GS, 4 and iPad dedicated
Signin

Language English ~

[ do not show next time

Official website Online Support Surveillance Platform

EasyN*®





image8.png
A plugin s needed to display this content,
Install plugin,





image9.png
WG] £ hrep//192.168.0.91:81webadmin html

€ PE @m0 il e

LAl AR S

IP Camera Options

System Maintenance
Tine setings System Maintenance
Spstam Mainianance

Rehootthe syster: Restart

Restore factory defaul values: DefaultValues

I

Backup configuration data Save

To restore configuration data: Browse.. | Nofile selected.

olle
2[R

(ome)
(emee. |
(e

System Upgrade: Browse.. | Nofile selected





image10.png
WG] £ hrep//192.168.0.91:81webadmin html

18246809381 /webaclrin bl

€ pE

IP Camera Options

Time Setings
System Maintenance

Device Info
Denice nfo

Device Narne

Network connection status

Sotware Version

Application Version:

MAC Address

P Adess

LN Netmask Address

LAN Gateway Address:

Preferred DN server

Aemate DNS server:

UPnP Status

Manufacturers dynarmic domain name:

“The third party state of dynamic domain
names:

The system s running time;
Walch the video connections.

D Card Status:

Language

LAl AR S

oA
Cable Connection
V5.4621-20130820
PEI0TUS
00A3F300368A
192168001
256286.295.0
19216801
19216801
19216801
Suscess

Success
Unenable

2014-03-1911:38:14
2
Acard. Available space:6326MB Capacity7612MB View SD Card. 8D cards formatted with FAT32 Siop fhe 50 card

English ~

Refresh





image11.png
WG] £ hrep//192.168.0.91:81webadmin html

€ PE @m0 il e

LAl AR S

IP Camera Options

LAN Settings

1P access: Manually setthe [P =
1P Address: 192.168.091

LAN Netmask Address: 256.266.255.0

LAN Gateway Address: 192.168.01

Preferted DS, 192.168.01

Alternative DNS: 192.168.01

HTTPRTSP

HTTP Port 81 (80-65535)

RTSP Port 554 (80-65535)

RTSP Permission to check: © Atways On © Always O (Note: afler change the setiing, please restartyour device.)

oK Refresh





image12.png
€ PE @m0 il ¢ Google CIN - R Y

IP Camera Options

Wireless Network Settings

Wireless Settings
Enable Wireless: ®open © close

saiD b Search
Gonnection mode Roung

(ifyou have a wireless router, select the routing mode)
Securiy Type: No -

Check the wireless setings: Check





image13.png
£ hitp://192.168.0.91:81/web adrmin bt

€ P 192.168.0.91:81/web/admin.htm!

LAl AR S

IP Camera Options

Wireless Network Settings

Wireloss Sattings
Enable Wireles
@ Wifi Scanner - MorillsFiefox [
s - —
182.168.0918Lweb/scan htrm|
connecton ma b L
(If you have awd | Connection
Security Type: Add RSSI | SSID Encryption | Certification mode. Channel
Sure Eil masterchefs | TKIP WPAZ-PSK Infra, 1
Sure 89 IT MART AES WPAZ-PSK Infra, 11
checkthe el | ————
cktowrel | ———





image14.png
€ PE @m0 il ¢ Google CIN - R Y

IP Camera Options

Wireless Network Settings

Wireless Settings
Enable Wireless: ®open © close

saiD b Search
Gonnection mode Roung

(ifyou have a wireless router, select the routing mode)
Securiy Type: No -

Check the wireless setings: Check





image15.png
WG] £ hrep//192.168.0.91:81webadmin html

€ PE @m0 il e

LAl AR S

IP Camera Options

User Manage

Permissions Username Password Re-type password

admin admin
~Capture time
—Timerrecord user user

~Email

== guest quest

—Alam Server





image16.png
M~  ittp://192.168.0.91:8 1/ web/admin. htmi

€ PE @m0 adminninl ¢ [B- doge CIN - R Y

IP Camera Options

Window
—Edemal Alam
~Mation Detaction

Sensitity.

~Linkage Alarm

~Alaim time sefing 50 oK





image17.png
€ PE @180 adminninl ¢ Google CIN - R Y

IP Camera Options

Linkage Alarm

[CIE-mail Alarm E-mail Sefting
[ save the image to the FTP ETP server seftings

—Edemal Alam
~Mation Detaction

~Linkage Alam [ Relay Outout
—Alarm time sating

[Clsave the video to FTP server

[Cgave the image to the 8D card
Savethe videa to the 8D card

[l arm server Alarm Server Sefting.

oK Refresh





image18.png
£ hitp://192.168.0.91:81/web adrmin bt

€ PE @180 adminninl ¢ [B- cogre 1N R Y

IP Camera Options

Image Parameters

Image settings

. 0]
e | e— 120
s
. 0]
Video Parameters e o Jc0
AudloPaanetes
. 0]
Contast ey 1
. 0]
L o}
7] Upper and lower reversal £ about reversal

([ Advansed Jovgnstct sy





image19.png
WG] £ hrep//192.168.0.91:81webadmin html

€ PE @180 adminninl e

LAl AR S

IP Camera Options

Video Settings

Power frequency 50Hz +
First stream
Resolution 1280<720
— Rate: 1024 kbps
Audio Parameters Frame Rate: 2 v s
Main frarme interval 24 s
Video Coding Control Fixed Rate

© Variable bitrate

video coding quality 1 v (The smaller the value, the betier the imags quality, the sharper the code flow control)
Second stream

Resolution 640360

Rate 256 Kops

Frame Rate: 10 v s

Main frame interval 10 (2150)

video Coding Control Fired Rate

© Variable bitrate

video coding quality 4~ (The smaller the value, the betier the imags quality, the sharper the code flow control)
Third stream

Resolution 320180

Rate 256 Kops

Frame Rate: 10 v s

Main frame interval 10 (2150)

video





image20.png
/ [ P1Download page x \ B (75 unread) - enkhbayarll x V|
€ ¢ [ plesyncom

%

EasyN®

iPhane

Andraid

PC

B3

Manual-





image21.png
)
“" Home

% Brightness
@ contrast

g Recolor

Page: 9013

Inset  Pagelavout  Res Ltail
(=] 11372717-1380900024919 - Windows-+ 3ypar yzaru

@aiin v aenm v wyyam  Bwax v Hax v

EasyN P1

¥ EasyNP1

EasyN P1
EXBDATNYCP!
Home

Office

-.+ Click here to add camera

Wards: 308 | <5 English ()

ISt





image22.png
=
Ch
(-] 11372722-1380900024913 - Windows-n 3ypar yssra

B v

Hase v

OEONEN T almas

@aiin v Xawnm v Sy

Add Camera
Device Setting

EX8DATNYCPL3U1=U|

Scan Search

Security Code:  **® e

EasyN P1

Name:

0K Cancel

n





image1.png
@ ()~ « s s Uhepron » Networ Comnections »

44 Find

3owion Gaiiryynax v Disable this network device

Local Area Connection
Network cable unplugged
Broadcom NetLink (TM) Gigabit £

-

Diagnose this connection

Wireless Network Connection
ITMART
Qualcomm Atheros ARSBS7 Wirel.

25 Replace

g Select

171

140319,




image2.png
gis connection >

Networking | Sharing

ork Connection

Connest using

& Broadoom NetLik (TM) Gigab Etheet

Configure.
This connection uses the follwing fems:

8 Cirt o Miosot etworks

151005 Pocket Schecier

12} e it Shing o Microsch Retwaks
-4 Intemet Protocol Yersion 6 (TCP/IPYE]

& Link-Layer Topology Discovey Mapper /0 Diiver
<& Link-Layer Topology Discovery Responder

Instal

Urinstal Fropettes

Desciption

Transrission Contal Pratocal/Itemet Protosol. The default
wide area netviork prtacal tha provides cammunicalion
across dverse interconnected netwarks

Bheros ARSES? Wirel

aa

Page:1072  Words: 30

Mangalian (Cyrilic)

aBbCo

eading 1

Heading 2

AaB

Title

Subtitle

A ring
A0BbCe0C AaBbCeDK & Repioce
SubtieEm.. Emphasis ~ Change |

3 Styles I Select

© 4





image3.png
@ )~ s s Vospnon » Network Comnction » -

a Dicabla th e o s connection
0 Local Area Connection Properties. =

sork Connection

Networking | Sharing

theros ARSB7 Wirel

Internet Protocol Version 4 (TCP/IPvA) Yayymar

General

You can get I settings assigned automatically i your network supports
this capabilty. Otherwise, you need to ask.your network distrator
for the appropriate I settings.

(©) Obtain an IP addess automaticaly

© Use the following 1P addess:

1P address: 192165 1 124
Subnet mask 255 255 .255 . 0
Default gateway: 192165, 1 . 1

(Obtain DIS server address automaticaly
(© Use the following DN server addesses:
Preferred DI server:

Alkernate DS server:

Elvaidtesetngs won ext

oK Bomnx

aBhC AaB 4aEbCeDc AaBbCEDk

eading 1 Heading2  Tie Subtitle  SubtieEm.. Emphasis . Change
2 2 = Styes

Page:iof2  Wordsi34 (5 Mongolian [Cyrillic

EED

44 Find
25 Replace

g Select

Ca

© 4

<l
ol





image4.png
@0 AN

gyl G il

UM Server
Advanced P CMS UAT  Mobogenie

Scanner. BYPTI/

R

Cymies. Miesights UnionCam  Monitor!
VMSClient Manager23. Client

VE® =~

laxtn  1QInteractive Continue  Upgrade
awrnax... Education . installation .

P2PClient  Monills Player  XShow(&S:
Firefox FR2482)

AePs

1P Camera MyLanViewer DiskPlayer  TeamViewer
Client 9

A

i
nger e

Zaawar
program

mv N
Tapst...

DVR yxaii

e

Victoat.

Xawanoi
Kantep TaH.

turk

M

s [
LRy




